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Mine Safety and Health Admin., Labor § 49.17 

District Manager shall provide the rea-
son for such denial or revocation in 
writing to the operator. The operator 
may appeal this decision in writing to 
the Administrator for Coal Mine Safety 
and Health. 

§ 49.14 [Reserved] 

§ 49.15 Mine rescue station. 

(a) Every operator of an underground 
mine shall designate, in advance, the 
location of the mine rescue station 
serving the mine. 

(b) Mine rescue stations are to pro-
vide a centralized storage location for 
rescue equipment. This centralized 
storage location may be either at the 
mine site, affiliated mines, or a sepa-
rate mine rescue structure. 

(c) Mine rescue stations shall provide 
a proper storage environment to assure 
equipment readiness for immediate 
use. 

(d) Authorized representatives of the 
Secretary shall have the right of entry 
to inspect any designated mine rescue 
station. 

§ 49.16 Equipment and maintenance 
requirements. 

(a) Each mine rescue station shall be 
provided with at least the following 
equipment. Mine rescue stations serv-
ing underground anthracite coal mines, 
which have no electrical equipment at 
the face or working section, shall have 
at least the amount of equipment ap-
propriate for the number of mine res-
cue team members. 

(1) Twelve self-contained breathing 
apparatus, each with a minimum of 4 
hours capacity (approved by MSHA and 
NIOSH under 42 CFR part 84, subpart 
H), and any necessary equipment for 
testing such breathing apparatus. 

(2) A portable supply of liquid air, 
liquid oxygen, pressurized oxygen, or 
oxygen generating chemicals, and car-
bon dioxide absorbent chemicals, as ap-
plicable to the supplied breathing ap-
paratus and sufficient to sustain each 
team for 8 hours while using the 
breathing apparatus during rescue op-
erations. 

(3) Two extra, fully-charged oxygen 
bottles for every six self-contained 
breathing apparatus. 

(4) One oxygen pump or a cascading 
system, compatible with the supplied 
breathing apparatus. 

(5) Twelve permissible cap lamps and 
a charging rack. 

(6) Four gas detectors appropriate for 
each type of gas that may be encoun-
tered at the mines served. Gas detec-
tors must measure concentrations of 
methane from 0.0 percent to 100 percent 
of volume, oxygen from 0.0 percent to 
at least 20 percent of volume, and car-
bon monoxide from 0.0 parts per mil-
lion to at least 9,999 parts per million. 

(7) [Reserved] 
(8) One portable mine rescue commu-

nication system (approved under part 
23 of this title) or a sound-powered 
communication system. 

(i) The wires or cable to the commu-
nication system shall be of sufficient 
tensile strength to be used as a manual 
communication system. 

(ii) These communication systems 
shall be at least 1,000 feet in length. 

(9) Necessary spare parts and tools 
for repairing the breathing apparatus 
and communication system. 

(b) Mine rescue apparatus and equip-
ment shall be maintained in a manner 
that will ensure readiness for imme-
diate use. 

(1) A person trained in the use and 
care of breathing apparatus shall in-
spect and test the apparatus at inter-
vals not exceeding 30 days and shall 
certify by signature and date that the 
inspections and tests were done. 

(2) When the inspection indicates 
that a corrective action is necessary, 
the corrective action shall be made and 
the person shall record the corrective 
action taken. 

(3) The certification and the record of 
corrective action shall be maintained 
at the mine rescue station for a period 
of 1 year and made available on request 
to an authorized representative of the 
Secretary. 

[73 FR 53123, Sept. 15, 2008] 

§ 49.17 Physical requirements for mine 
rescue team. 

(a) Each member of a mine rescue 
team shall be examined annually by a 
physician who shall certify that each 
person is physically fit to perform 
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